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828 Cable System · Guardrail, Fencing & Hardware

Aluminium guardrail on Z-shaped brackets fixed to the parapet below 
its capping, so the parapet waterproofing is not disturbed.
Z-brackets fix to the side of the parapet below the capping or covering, so the top of the 
parapet and its waterproofing stay untouched. Brackets suit 70, 130 and 160 mm parapets.

WHERE IT FITS
Parapets with metal capping or waterproofed tops
Retrofits on finished buildings

SUPPLIED AND INSTALLED BY 828
828 surveys the roof edge, confirms the right system and post layout, and supplies and 
installs the guardrail with handover documents. Systems are made to suit your parapet, roof 
finish and run length.

SPECIFICATIONS

Brand 828 Cable System
Category Guardrail, Fencing & Hardware
Material Aluminium
Upright height At least 1,100 mm
Gap between handrail and knee rail Up to 470 / 500 mm
Post span Up to 1,750 / 2,500 mm
First post from wall / free end overhang Up to 500 mm
Made to suit Post height and run length specified per project
Standards EN 14122-3:2016 and EN 13374:2013+A1:2018
Parapet brackets For 70, 130 and 160 mm parapets

Specifications are provided for reference and may change without notice. Contact us to confirm the right product for your application.
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