
LOOP SPLICED, TUCKED 
AND TAPERED

60461

T E C H N I C A L  S P E C I F I C AT I O N
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Jakob Rope Systems · Wire Rope, Chain & Rigging

Spliced loops by Jakob Rope Systems. 11 sizes, article no. 60461-0300 
to 60461-2000.

SPECIFICATIONS

Brand Jakob Rope Systems
Product no. 60461
Category Wire Rope, Chain & Rigging
Standard in compliance with DIN 83319

ARTICLE NUMBERS

NO. Ø Ø D5 S KG

60461-0300 3 6 30 -
60461-0400 4 8 40 -
60461-0500 5 10 50 -
60461-0600 6 12 60 -
60461-0800 8 16 80 -
60461-1000 10 20 100 -
60461-1200 12 24 120 -
60461-1400 14 28 140 -
60461-1600 16 32 160 -
60461-1800 18 36 180 -
60461-2000 20 40 200 -

NOTES
Tucked and tapered, without or with steel thimbles.
Spliced loops attain at least 90 % of the minimum breaking strength of ropes.
Loops without thimble: Dimension (s) corresponds to about 10 times the rope Ø. The assembly length can only be determined in the tensioned state and 
depends on bolt Ø
d2.

Specifications are provided for reference and may change without notice. Contact us to confirm the right product for your application.
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