
TENSIONING SLEEVE WITH 
EXTERNAL THREAD LT2 

SELF-ASSEMBLY
30911-0400-02

T E C H N I C A L  S P E C I F I C AT I O N

828INDUSTRIES.COM
Jakob Rope Systems · Architectural Cables & Fittings

Turnbuckles assembled by Jakob Rope Systems, stainless steel AISI 
316L (1.4404). 1 size, article no. 30911-0400-02.

SPECIFICATIONS

Brand Jakob Rope Systems
Product no. 30911-0400-02
Category Architectural Cables & Fittings
Material Stainless steel 316L

ARTICLE NUMBERS

NO. Ø A B1 B2 C Ø D1 SW F_RD KN F_RK KN - + KG

30911-0400-02 4 M8 202 80 60 12 10 2.2 3.3 20 4 0.1150

NOTES
For greening systems.
The screw-in depth of the threads must be at least 1.5 times the thread diameter.
(+) = extend (loosen)
(-) = shorten (tighten)
The marking on the turnbuckle is to identify the left-hand thread.
The functionality is ensured only by using circular wire strand ropes 10820-0400.
The user is responsible for independently verifying the correct installation and ensuring the appropriate rope diameter. Please refer to the instructions in the 
installation manual.

Specifications are provided for reference and may change without notice. Contact us to confirm the right product for your application.
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